
Nowo Metal Roof Cleaning is an aqueous cleaning agent for metal roofs. It contains ammonia and should be diluted with water. Cleaning agent for 
metal roof surfaces. 

Colour: 		  Colourless 
PH: 		  11 
Density: 		  1.O 
Packaging: 	 5 litres. 
Storage: 		  1°C – 3O°C 

TECHNICAL DATA

APPLICATION

PROPERTIES

REMARKS

Used immediately prior to painting. 
Read the label and safety data sheet before handling the product. Use gloves when handling the product. Do not mix with other chemicals. 
Contains ammonium compounds and an emulsifying surfactant mixture. 
Dilute with water at a ratio of 1 part cleaning agent and 4 parts water. 
Clean metal roofs with the Metal Roof Cleaning Agent. Apply to the entire roof and then, after 15 minutes, use a high-pressure water spray gun to clean 
the roof. 
Cleaning of metal roofs with Nowo Metal Roof Cleaner: Remove rust and other loose dirt. A steel brush can be used if necessary. Apply the mixture with 
the cleaning agent and water to the roof and leave for 15 minutes, then rinse it with a high-pressure water spray gun. 
The surface must have had time to dry before painting with Nowocoat metal roof coating. 

 Effectively removes dirt, grease and oil, etc. 
In addition, it is highly effective on zinc roofs, where an improved adhesion can be achieved by treating it with Nowo Metal Roof Cleaner. 

 Always start by applying to a small test area to ensure that the product is compatible with the surface that is to be treated. 
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PRODUCT DESCRIPTION

NOWO METAL ROOF CLEANING AGENT

This Technical Data Sheet (TDS) has been compiled on the basis of our many years of experience and latest know-how in the field. It is the intention to support craftsmen in 
choosing the right materials and using them according to the regulations. The information contained in this TDS does not constitute a guarantee and does not exempt users 
from the responsibility to check the material and its suitability for the intended use. All new versions replace previous TDS versions. Last updated 11.09.2018.
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